
The US Digital Designs HDTV Remote - Dispatch provides an 

interface from the Communications Gateway to an HDTV 

display. The display shows Alerts as they are sent to the stations 

and played on the radio, the status of any radio channels, and 

any Station or Peripheral alarms. The HDTV Remote can obtain 

an IP address via DHCP, or can be set to a static address using 

the web-based configuration tool.

Specifications

1 – HDMI output with Consumer Electronics Control (CEC) capability

2 – USB ports for future use

1 – Ethernet connection to Communications Gateways (100Mbps)

5VDC input power through 120/240 VAC Adapter

HDTV Remote - Dispatch
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Example HDTV Dispatch Display

HDTV Remote Connections

(specific hardware versions may vary)

Connect the HDTV Remote to 

either the USDD Private network 

on the Communications 

Gateways (a network switch 

connection may be required) or to 

a Customer network accessible to 

the Communications Gateways’ 

Customer network.

Connect power cable to power adapter 

and adapter to 120/240 vac outlet.



US Digital Designs

1835 E 6th Street

Tempe, Arizona 85281 USA

www.stationalerting.com

+1 602 687-1730

+1 877 551-USDD

To initially configure the HDTV Remote, connect it to 

power and to a network that supplies DHCP IP 

addresses. The HDTV Remote is normally connected 

to the Communications Gateway USDD Private 

network, which supports DHCP. If the HDTV Remote 

is not connected to this network, then use the 

following procedures to set an alternate IP address.

The HDTV Remote defaults to DHCP to retrieve an IP 

address and must have an assigned address to allow 

for configuration. Use the following procedure to 

change the HDTV Remote to a static IP address:

Once the HDTV Remote has a DHCP address, 

connect to that IP address using a web browser. The 

default USERID is admin and default PASSWORD is 

password. Use the configuration page (shown at right) 

to change the HDTV Remote to use a static address 

and to set the IP addressing and other parameters. 

This page can also be used to change the 

administrative username and password.

Use the Communications Gateway administrative application to add the 

HDTV Remote to the system. To add the Remote navigate to the 

Gateway Peripherals page. If the Remote is connected to the 

Communications Gateway private network then it will be detected 

automatically. If it is not connected to another network, click on the 

Discover New Peripheral button and enter the IP address in the dialog 

box and click Discover.

After the Communications Gateway has discovered the 

HDTV Remote it will be shown in the Gateway Peripherals 

display. Click the Options button to display the configuration 

page for the HDTV Remote. With this page you can change 

the name of the Peripheral, the display orientation, and the 

display content. When the configuration is complete click the 

Save Changes button.

To delete the peripheral click the Delete Peripheral button.

Configuring the HDTV Remote on the Communications Gateway

Configuring the HDTV Remote IP Address


